
    HIGH BRIGHTNESS 
    UNIFORMLY ILLUMINATED 

    SLIM PROFILE (30/15MM THICK) 
DIFFERENT LIGHTING STYLES AVAILABLE 
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  LED ACRYLIC LETTERS   

mailto:info@ledscreation.com
http://www.ledscreation.com/


ARCA #1 
FRONT LIT 
 
THICKNESS: 30MM 
MIN STROKE WIDTH: 15MM 
RETURN & BACK: PAINTED IN ANY 
PANTONE/RAL COLOR 

SIDE LIT 
 
THICKNESS: 30/15MM 
MIN STROKE WIDTH: 25MM 
FRONT MATERIAL: PAINTED/STAINLESS/ 
VINYL 

BACK LIT 
 
THICKNESS: 30/15MM 
MIN STROKE WIDTH: 15MM 
FRONT & RETURN: PAINTED 
ANY PANTONE/RAL COLOR 

ARCA #2 ARCA #3 



ARCA #1.2 

FRONT & SIDE LIT 
 
THICKNESS: 30MM 
MIN STROKE WIDTH: 25MM 

HALF SIDE & BACK LIT 
 
THICKNESS: 30MM 
MIN STROKE WIDTH: 15MM 
FRONT: PAINTED IN ANY  
PANTONE/ RAL COLOR 

FRONT & BACK LIT 
 
THICKNESS: 30MM 
MIN STROKE WIDTH: 15MM 
RETURN: PAINTED IN ANY 
PANTONE/RAL COLOR 

ARCA #4.3 ARCA #1.3 



Unique Feature –  
 Extra-small illuminative sign 



How do LED Acrylic Letter works? 



Connection points are  
strengthened by PCB 

IP67 water-proofed for  
outdoor environment 



LED FRONT-LIT ACRYLIC LETTER 

(ARCA#1) 



LED BACK-LIT ACRYLIC LETTER 
(ARCA#3) 

Front View Back View 



LED SIDE-LIT CRYSTAL LETTERS 
WITH BACK DROP 

(ARCA#2) 



LED FRONT AND SIDE LIT  
ACRYLIC LETTERS 

(ARCA#1.2) 



FRONT AND BACK-LIT LED CRYSTAL LETTERS 

(ARCA#1.3) 

(ARCA#1.3) 



HALF SIDE AND BACK LIT  
LED ACRYLIC LETTER  
(HK HSBC & LONGINES) 

FACE MATERIAL: MIRROR TYPE EDGE-LIT 

(ARCA#4.3) 
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